2010 C.A.R.C. 

POST-RACE TECHNICAL INSPECTION FORM
Car Number  _____

Finish Position  _____



Items Inspected
Has car been previously inspected?
Y or N    
Was a seal installed?  Y or N

Was the seal still intact?  

Y or N
If not intact, must re-pump eng
Pass/Fail



Weight (minimum w/ driver & equipt. 2097.9#)







Left-side weight (max. 56.1%) driver in driving position wearing helmet



Hood Angle (max. 10 degree forward slope)
  

 Degrees



Cubic Inch Test




Engine RPM  





Temp reading _____

Tester Reading    _______
  




Temp Adjust         %

 Multiply by 8  =  _______











Total     =  






Tester Total   

    X  Temp Adjust 
           =  ________   Total CI



Steel heads and block w/ part #



Flat tappet cam – non-roller



Intake manifold w/part #



Valve angle (23 degrees)



38” Engine setback



70” Tread width



Right side & left rear tires Hoosier 3045/3035



Left side tires 12” maximum



All wheels 14” maximum



Crate engine Part # w/ seal

Overall inspection:


PASS


FAIL

Penalty issued:


























Warning issued:


























Comments:



























Tech Inspector:  








Date:  



Driver/Car Owner:  







Date:  


